
DB 2200
Music Trainer

Coach

Portable Amplified System

Portable Amplifier

DB 2200 back 

CD player

TECHNICAL SPECIFICATIONS

DB 2200 

cm
 5

3

cm 36
cm 39 DB 2200 is a compact box system built entirely in Italy, with its 

200 watts RMS allows to sonorize big spaces, both indoors and 
outdoors. Very practical use, it is equipped with rechargeable 
batteries (6 hours duration), MP3, CD, USB, SD card, Wireless 
microphone professional, P 100 or Bodypack with headset, mixer 
with inputs and outputs.

• MUSIC POWER:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ 200 Watt

• TWO-WAY SPEAKER:   _  _  _  _  _  _  _  _  _  _ woofer 11” / dynamic tweeter

• MIC INPUT SENSITIVITY:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ 2,5 mV (-50 dB)

• AUX INPUT SENSITIVITY:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ 150 mV (-8 dB)

• AMPLIFIED SPEAKER AUX OUT:   _  _  _  _  _  _  _  _  _  _  _  _  _ 1 V / 2 KOhm

• ACOUSTIC SPEAKER OUT (JACK):   _  _  _  _  _  _  _  _  _  _ 8 Ohm amplified

•  VOLUME CONTROLS:  _  _  _master, treble, bass, wireless microphone, mic, AUX

• POWER INPUT :   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _200/240 VAC - 120VA

• INTERNAL POWER SUPPLY :   _  _  _  _  _  _  _  _  _  _  _  _  _ 2x12 V DC 5,7 Ah

• DIMENSIONS (WxHxD in mm):  _  _  _  _  _  _  _  _  _  _  _  _  _ 540 x 410 x 330

• WEIGHT:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ about 18 Kg Th
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Q 516 Wired dynamic 
microphone 

COACH is a portable amplifier, very lightweight (only 1.5 kgs), with  
rechargeable batteries (6 hours duration), professional UHF wireless 
microphone PLL 16-channel, USB port with display and keyboard 
management tracks, control tone, alarm, wired dynamic microphone. 
Pull-out handle and strap transport. This product is very flexible, given the 
minimum size can be used both indoors and outdoors.

TECHNICAL SPECIFICATIONS

• OUTPUT POWER:  _  _  _  _  _  _  _  _  _  _  _  40W/25W (RMS) 4 Ohm load

• SPEAKER:  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  4”

• T.H.D.:  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  < 0,5%

• AUDIO INPUT:  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ Mic, AUX, USB 2.0

• AUDIO OUTPUT:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  AUX

• POWER SUPPLY:  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  20V DC 2,5A

• RECHARGEABLE BATTERY:   _  _  _  _  _  _  _  _  _  14,8B / 2,7Ah (Lithium)

• DURATION:   _  _  _  _  _  about 5-6 hours (music), 10-12 hours (speech)

• CHARGING TIME:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  about 4 hours

• DIMENSIONI (WxHxD in mm):  _  _  _  _  _  _  _  _  _  _  _  _  _ 156x156x205

• WEIGHT:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  1,6 Kg

• FREQUENCY RESPONSE:   _  _  _  _  _  _  _  _  _  _  _  50Hz - 20KHz ± 3 dB

• ANTENNA:   _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _  _ built in

M 516
with headset

woofer 
Ø 11”

dynamic tweeter

FULGOR SERVICE - Via Caduti del Lavoro, 58 - 19021 Arcola  (SP)
Telefono 0187 954488 - Fax 0187 952326
http://www.fulgorservice.it - e-mail: info@fulgorservice.it SISTEMI DI AMPLIFICAZIONE

WIRELESS MICROPHONES

L100
with headset

P100 


